
GlobalGlove.com
763-450-0110
Sales@GlobalGlove.com

13915 Radium St NW
Ramsey, MN 55303
  

 

QUANTITY 6(XS) 7(S) 8(M) 9(L) 10(XL) 11(2XL)

PAIR UPC 1 NA NA NA NA NA NA
INNER PACK UPC 12/PACK 810033294471 810033294488 810033294495 810033294501 810033294518 810033294525

CASE GTIN 6 PK/CASE 10810033294478 10810033294485 10810033294492 10810033294508 10810033294515 10810033294522

CASE WEIGHT (IN POUNDS) 8.65 9.6 9.95 11.05 11.7 12.15
OVERCAST COLOR Purple Red Green Brown Black Light Blue

PACKAGING

These cut resistant gloves feature a black, 13-gauge, seamless 
HPPE shell with a palm coated with smooth black polyurethane. 
The knit wrist features wrist support and color-coded overcasting 
for easy size identification. The knit wrist also helps prevent 
gloves from slipping off during use. 
Each pair is individually packaged in a polybag.

DESCRIPTION

6(XS)-11(2XL)SIZESPUG-655ITEM

SHELL GAUGE SHELL COLOR COATING COATING TYPE COATING COLOR FINISH CUFF CUT ASTM F2992-15 RESULTS

HPPE 13-Gauge Black Polyurethane Palm Black Smooth Knit Wrist Level A5 2,600 Grams

SPECIFICATIONS

ABRASION PUNCTURE PUNCTURE RESULTS EN 388 LEVELS

Level 5 Level 5 166 Newtons 4X43E

HAND PROTECTION
Smooth Polyurethane-Coated Black Seamless HPPE 

Cut, Abrasion, and Puncture Resistant Gloves

INDUSTRY
Assembly
Automotive
Carpentry
Construction
Glass Handling
HVAC

Machine Operation
Maintenance
Metal Fabrication
Roofing
Small Parts Assembly
Steel Framing

• 13-gauge HPPE fiber shell offers great dexterity 
and breathability

• Polyurethane-coated palm allows for high 
dexterity and adheres to the liner to prevent 
flakiness and peeling

• Black liner and black coated palm hides dirt to 
keep a clean appearance

• Overcast color on hem for easy size identification
• Knit wrist cuff offers users a secure, comfortable 

fit and prevents gloves from slipping off during use

FEATURES

• EN 388 Levels: 4X43E

Meets ANSI/ISEA 105-2016 standard
• Cut Level A5, 6(XS) and 7(S) are Cut Level A4
• ASTM F2992-15 Results = 2,600 grams
• Abrasion Level 5
• Puncture Level 5
• Puncture Results: 166 Newtons


