
This classification is intended to help 
keep workers safe from moving 

vehicles, equipment, and machinery 
when NOT exposed to traffic on a 
public access roadway zone, or a 

temporary traffic control roadway zone.

Appropriate for workers 
on roadways with traffic 

exceeding 25 mph.

Appropriate for workers 
on roadways with traffic 

exceeding 25 mph.

Appropriate for workers 
on roadways with traffic 

exceeding 50 mph.

Appropriate for workers 
on roadways with traffic 

exceeding 25 mph.

Appropriate for workers 
on roadways with traffic 

exceeding 50 mph.

Off-Road
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Workers in Type O garments should be able to 
give full attention to any approaching traffic, be 
clearly outlined against the background, and 
separated from vehicle traffic above 25 mph

• Minimum of 155 in2 of 
high-visibility material

• Minimum of 155 in2 reflective 
around waist/shoulders

• High-visibility pants/gaiters

• If added to a class 2
garment, the overall outfit is 
considered to be class 3

• Minimum of 775 in2 of 
high-visibility material 

• Minimum of 201 in2 of 
reflective tape

• Minimum of 1,240 in2 
high-visibility material

• Minimum of 310 in2 reflective

• 360o visibility from 1,280 ft

• Minimum of 450 in2 of 
high-visibility material 

• Minimum of 201 in2 of 
reflective tape

• Minimum of 775 in2 
high-visibility material

• Minimum of 310 in2 reflective

• 360o visibility from 1,280 ft

Roadway

Off-Road

Type R garments may provide visibility for 
workers near roadways where vehicles and 
machinery commonly move. Class 3 garments 
should provide 360 degree visibility.

Incident Responders
Requirements for Type P garments account  
for first responders’ needs for additional 
equipment or protection close at hand and 
have lower visibility standards than Type R.
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Special Features

Silver Reflective
• Provides low-light visibility

• 3M Reflective Material 
on some products

High-Visibility Mesh
• Polyester provides good daylight visibility

• Mesh material increases breathability

Clear Name Tag Holder
• Pocket with clear front

• Often used for name tags and identification cards

Mic Tabs
• Retains radios and 

other equipment

• Woven for added strength

Pockets
• Exterior divided or 

covered pockets

• Interior pockets for 
tablets and maps

D-Ring
• Allows wearers to

maintain high-visibility
while wearing a 
safety harness

• Retains harness 
compliance in
work-at-height 
situations

 

Contrasting Trim
• Outlines individuals 

from a distance

• Helps keep hems 
clean and neat

Grommets
• In pockets, a convenient 

tether point and for 
dispensing flagging tape, 
cables, and wires

• Neckline grommets allow 
for attaching lanyards

ANSI/ISEA Type R, Class 2


